
Moon Brook Pond Modification Project

City of Rutland  I  May 29, 2019

Public Meeting #5



Agenda

7:00 – 7:15 Piedmont Pond – Welcome, introductions, and  
review of past information

7:15 – 7:45 Piedmont Pond – Planting plan, wetlands, dam safety, 
funding, schedule

7:45 – 8:00 Piedmont Pond – Public comment

8:00 – 8:15 Combination Pond – Welcome, introductions, and 
review of past information

8:15 – 8:45 Combination Pond – Planting plan, wetlands, dam 
safety, funding, schedule

8:45 – 9:00 Combination Pond – Public comment



Summary of Process



Public Meetings

• Meeting #1.  Introductions, values, and initial information 
exchange.

• Meeting #2.  Review values and objectives.  Discuss alternatives 
and preferences.  Select options for ANR to model.

• Meeting #3.  Alternatives analysis model results.  Select a 
preferred alternative to develop visualizations and concept 
design.

• Meeting #4.  Present photo‐simulations.  Seek consensus on the 
preferred alternative to advance design.

• Meeting #5.  Design review.



Thank You for Staying Involved

1. Request individual meetings.
2. Follow information on website.

www.rutlandcity.org/ponds



Review Key Project Requirements

1. Improve Moon Brook water quality.

2. Improve dam safety.

3. Treat stormwater runoff.

4. Start planting in 2020.

5. Create an insurable setting.

6. Reduce financial exposure of City and taxpayers.

7. Inform the state TMDL process.



Preferred Alternative

(ANR, 2017)

• Lower Combination 
Pond 2 feet, dredge 
fine sediment, and 
create 15‐meter 
vegetated buffer.

• Lower Piedmont Pond 
2 feet, dredge fine 
sediment, and create 
a 5‐meter vegetated 
buffer.

• Create 3‐meter 
vegetated buffer 
along the Moon 
Brook channel.



Model Results of Preferred Alternative

(ANR, 2017)



Dam Safety Assessment

• Dam in poor condition.  Vegetation on embankment.  
Spillway deteriorated and undersized.

• Ranked as LOW hazard, but likely SIGNIFICANT.

• Spillway needs to be replaced.

• Raise dam crest to meet required freeboard and 
armor embankment to withstand overtopping.

• Flatten, stabilize, and armor embankment slopes.

• Provide dual containment for water and sewer lines 
that run through the embankment.

(VTDEC, 2017)



Photo‐Simulations



View 1 ‐ Existing



View 1 ‐ Proposed



View 2 ‐ Existing



View 2 ‐ Proposed



View 3 ‐ Existing



View 3 ‐ Proposed



What Has Taken Place Since Nov. 30, 2017…

• Another year of temperature data.

• Wetland delineation around both ponds.

• Dam hazard class assessment at Combination Pond.

• Geotechnical analysis at Combination Pond.

• Planting plan design.

• Revised schedule with the state.

• Exploration of funding options.



Water Temperature



Wetlands



Dam Breach Analysis

• 100‐Year Flood = 469 cubic feet per second.

• 100‐Year Breach Flood = 1,715 cfs due to the release 
of over 12‐acre feet of water.

• Road overtops between the 10‐ and 25‐year floods.

• Failure of the Combination Pond Dam is likely to 
cause economic loss, environmental damage, and 
disruption of lifeline facilities; however, loss of 
human life is not probable.

• It is recommended that Combination Pond Dam be 
reclassified as a Significant Hazard Dam.



Dam Breach Analysis

Pond inflow

Dam outflow

Dam breach



Dam Breach Analysis



Dam Breach Analysis



Dam Breach Analysis



Dam Breach Analysis



Dam Breach Analysis



Dam Breach Analysis



Dam Breach Analysis



Dam Breach Analysis

(VTDEC, 2019)

DRAFT



Planting Plan ‐ Existing



Planting Plan ‐ Proposed



Planting Plan ‐ Proposed



Proposed Changes to Combination Pond Dam

• Remove vegetation from embankment.

• Fill animal burrows.

• Reduce the slope on downstream side and armor.

• Install new outlet tower weir that is 2 feet longer and 
has a normal pool that is 2 feet lower.

• Install a new culvert through the dam that is 8 feet 
wide and 4 feet tall.

• Relocate or encase water and sewer lines in dam.



Proposed Changes to Combination Pond Dam

100‐year flood
Green = inflow to pond
Blue = outflow from dam
Red = road overtoppingExisting

Proposed



Ballpark Cost Opinion for Planting

Description Unit Quantity Unit Price ($) Amount ($)

MISCELLANEOUS
MOBILIZATION LS 1 25,000 25,000
COMBINATION POND RIPARIAN PLANTINGS
OVERSTORY TREES EA 59 1,000 59,000
UNDERSTORY TREES EA 55 500 27,500
GROUND COVER EA 1,000 30 30,000
MULCH/SOIL/ETC LS 1 10,000 10,000
COMBINATION POND DAM MODIFICATIONS
NEW OUTLET, UTILITY PROTECTION, EMBANKMENT REPAIR LS 1 500,000 500,000
COMBINATION POND DREDGING
DREDGE SEDIMENT CY 2,000 45 90,000
STORMWATER ELEMENT
SWIRL SEPARATOR LS 1 50,000 50,000

767,000$        
77,000$          
77,000$          

921,000$        

SUBTOTAL (ROUNDED)
BID AND CONSTRUCTION PHASE SERVICES (10%)
CONSTRUCTION CONTINGENCY (10%)
TOTAL (ROUNDED)

 BALLPARK OPINION OF PROBABLE CONSTRUCTION COST
Combination Pond Modification

Rutland, Vermont
May 29, 2019

MMI # 4430‐02



Potential Funding Opportunities

• Water Infrastructure Sponsorship Program (WISPr) 
$500,000

• VTDEC Ecosystem Restoration Program ‐ Buffer 
Planting Grant

• Conservation District Buffer Planting Grant

• Others



Fundraising Event



Schedule

Combination Pond
Action Start Date End Date
Lower water level and phase 1 plantings Spring 2020 Spring 2020
Dam modification, utility relocation, and dredging Summer/Fall 2020 Summer/Fall 2021
Stormwater treatment Summer/Fall 2021 Summer/Fall 2022
Phase 2 plantings Spring 2022 Spring 2022

Moon Brook
Action Start Date End Date
Riparian plantings Spring 2020 On‐going



THANK YOU
jeffw@rutlandcity.org
rschiff@mminc.com
jlouisos@mminc.com


